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Pillow blocks, round, made from zinc die-casting or aluminium

Part No. Floating 
bearing 

clearance

Weight B C1 C3 A3 K2 K3 Static load capacity

 for  
countersunk 
head screw

Coy Coz+ Coz–
 [g] [N] [N] [N]

– 41 26.0 29 16 6.5 M6 M5 1,200 1,200 250
±0.2 41 26.0 29 16 6.5 M6 M5 1,200 1,200 250

– 20 26.0 29 16 6.5 M6 M5 1,200 1,200 250
– 57 26.0 29 16 6.5 M6 M5 3,800 3,800 950
– 100 34.5 36 18 9.0 M8 M6 2,100 2,100 400

±0.2 100 34.5 36 18 9.0 M8 M6 2,100 2,100 400
– 48 34.5 36 18 9.0 M8 M6 2,100 2,100 400
– 134 34.5 36 18 9.0 M8 M6 6,900 6,900 1,450
– 190 42.5 45 27 9.0 M8 M6 3,200 3,200 500

±0.25 190 42.5 45 27 9.0 M8 M6 3,200 3,200 500
– 99 42.5 45 27 9.0 M8 M6 3,200 3,200 500
– 280 42.5 45 27 9.0 M8 M6 11,000 11,000 1,900
– 425 52.5 58 36 11.0 M10 M8 4,800 4,800 950

±0.25 425 52.5 58 36 11.0 M10 M8 4,800 4,800 950
– 250 52.5 58 36 11.0 M10 M8 4,800 4,800 950
– 564 52.5 58 36 11.0 M10 M8 16,000 16,000 3,600

Technical data and dimensions [mm]

Options:
Blank:  Fixed bearing
LL:  Floating bearing
AL:   Pillow block made from aluminium
ES:  Stainless steel
ES-FG:  Stainless steel precision casting

Order example:
WJ200UM-01-10:  
Pillow block, round
WJ200UM-01-10-LL:  
Pillow block, round, floating bearing
WJ200UM-01-10-AL:  
Pillow block, round, made from aluminium

Part No. Weight B C1 C3 A3 K2 K3 Static load capacity

for countersunk 
head screw

Coy Coz+ Coz–
[g] [N] [N] [N]

43 26 58 45 6.5 M6 M5 2,000 2,000 420
102 34.5 72 54 9 M8 M6 3,400 3,400 670
182 42.5 80 62 9 M8 M6 5,300 5,300 830

Technical data and dimensions [mm]

Pillow blocks, tandem, round, anodised aluminium

Can be combined with: Suitable liner material:

59) Alternative with XUMO-01-... liners for high temperatures available. Part No.: WXUM-01-...

Order key
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Order key

Type Size Material
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Suitable mounting plate 
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