
METAL CABLE GLANDS 
Brass (nickel-plated) and stainless steel cable glands are very robust and generally suitable for industrial applications. 
The HSK series offers a huge range of solutions – for common, and also very unusual, applications. Uncompromising use of 
high-quality materials ensures the outstanding quality of HUMMEL products.

��HSK-M: Nickel-plated brass cable glands
��HSK-INOX: Stainless steel cable glands in a range of variants  
� HSK-M-Multi: Glands for applications with several cables  
��HSK-M-Flaka: Variants for applications with flat cables 
��HSK-M-Flex: With bending protection
��HSK-Mini: For threads smaller than M12
��HSK-XL: Cable glands with threads from M63 to M110
��HSK-MZ: Additional clamping for particularly high tension relief

In each case, HUMMEL offers different clamping areas, thread lengths, thread types and various sealing materials for diffe-
rent temperature ranges. The cable glands have all relevant approvals for international markets and a wide range of sectors. 
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METAL CABLE GLANDS

HSK-M: Reliable, robust solutions for industry

Cable glands from the HSK-M premium series are available in brass and stainless steel. They are designed for industrial use and are characterised 
by a high degree of tightness, shock resistance and strain relief for the cables.  

�� Protection class IP 66, IP 68 up to 10 bar and IP 69K
�� RoHS and REACH/SVHC compliant
�� Free of confl ict materials
�� Free of halogen and phosphorus
�� Fire protection class V0 according to UL 94
�� Anti-twist protection for cables in the clamping insert 

Overlapping clamping plates prevent the 
moulded seal from being torn out and thus 
increase the safety of the system

The chambered moulded seal results in 
protection class IP 68 up to 10 bar

The internal sealing edge ensures 
optimum tightness between clamping 
insert and intermediate socket

The anti-twist protection prevents the clamp insert 
and cable from twisting during installation
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29 Dimensions and specifi cations may be changed without prior notice 

METAL CABLE GLANDS

HSK-M: Reliable, robust solutions for industry

Cable glands from the HSK-M premium series are available in brass and stainless steel. They are designed for industrial use and are characterised 
by a high degree of tightness, shock resistance and strain relief for the cables.  

�� Protection class IP 66, IP 68 up to 10 bar and IP 69K
�� RoHS and REACH/SVHC compliant
�� Free of confl ict materials
�� Free of halogen and phosphorus
�� Fire protection class V0 according to UL 94
�� Anti-twist protection for cables in the clamping insert 

Overlapping clamping plates prevent the 
moulded seal from being torn out and thus 
increase the safety of the system

The chambered moulded seal results in 
protection class IP 68 up to 10 bar

The internal sealing edge ensures 
optimum tightness between clamping 
insert and intermediate socket

The anti-twist protection prevents the clamp insert 
and cable from twisting during installation

 Metal cable glands 

 M12 x 1.5  2 – 5  19  14/14  4  6.5  1.609.1200.51  10  1.609.1200.31 
 M12 x 1.5  3 – 6.5  19  14/14  4  6.5  1.609.1200.50  10  1.609.1200.30 
 M16 x 1.5  2 – 6  21  17/19  6  6  1.609.1600.51  10  1.609.1600.31 
 M16 x 1.5  4 – 8  21  17/19  6  6  1.609.1600.50  10  1.609.1600.30 
 M16 x 1.5  5 – 10  22  20/20  5  6  1.609.1611.50  10  1.609.1611.30 
 M20 x 1.5  5 – 9  23  22/22  8  6  1.609.2000.51  10  1.609.2000.31 
 M20 x 1.5  6 – 12  23  22/22  8  6  1.609.2000.50  10  1.609.2000.30 
 M20 x 1.5  10 – 14  24  24/24  10  6  1.609.2016.50  10  1.609.2016.30 
 M25 x 1.5  9 – 16  26  30/30  12  7  1.609.2500.51  12  1.609.2500.31 
 M25 x 1.5  13 – 18  26  30/30  12  7  1.609.2500.50  12  1.609.2500.30 
 M32 x 1.5  13 – 20  31  40/40  15  8  1.609.3200.51  12  1.609.3200.31 
 M32 x 1.5  15 – 21  33  36/36  13  8  1.609.3200.52  12  1.609.3200.32 
 M32 x 1.5  18 – 25  31  40/40  15  8  1.609.3200.50  12  1.609.3200.30 
 M40 x 1.5  19 – 27  33  46/46  15  8  1.609.4000.52  15  1.609.4000.32 
 M40 x 1.5  20 – 26  37  50/50  15  8  1.609.4000.51  15  1.609.4000.31 
 M40 x 1.5  22 – 32  37  50/50  15  8  1.609.4000.50  15  1.609.4000.30 
 M50 x 1.5  25 – 31  37  57/57  24  9  1.609.5000.51  15  1.609.5000.31 
 M50 x 1.5  32 – 38  37  57/57  24  9  1.609.5000.50  15  1.609.5000.30 
 M63 x 1.5  29 – 35  38  64/68  30  10  1.609.6300.51  15  1.609.6300.31 
 M63 x 1.5  37 – 44  38  64/68  30  10  1.609.6300.50  15  1.609.6300.30 

 HSK-M (metric/-long) 

 Material  Nickel-plated brass 

 Clamping insert  Polyamide V0 according to UL 94 

 Seal  NBR 

 Material o-ring  NBR 

 Protection class  IP 68 – 10 bar /  IP 69 K 

 NEMA type rating  4 /  4X /  6 

 Temperature range  -40°C to +100°C 

�  Other sealing material e.g. Silicone on request
� Leadfree versions available in sizes M12 to M63 

 AG 
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mm 
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30 Dimensions and specifications may be changed without prior notice

Metal cable glands

PG 7 2 – 5 19 14/14 4 5 1.609.0700.15 10 1.609.0700.61
PG 7 3 – 6.5 19 14/14 4 5 1.609.0700.01 10 1.609.0700.60
PG 9 2 – 6 21 17/17 6 6 1.609.0900.15 10 1.609.0900.61
PG 9 4 – 8 21 17/17 6 6 1.609.0900.01 10 1.609.0900.60
PG 11 3 – 7 22 20/20 5 6 1.609.1100.15 10 1.609.1100.61
PG 11 5 – 10 22 20/20 5 6 1.609.1100.01 10 1.609.1100.60
PG 13.5 5 – 9 24 22/22 8 6.5 1.609.1300.15 10 1.609.1300.61
PG 13.5 6 – 12 24 22/22 8 6.5 1.609.1300.01 10 1.609.1300.60
PG 16 7 – 12 23 24/24 10 6.5 1.609.1600.15 10 1.609.1600.61
PG 16 10 – 14 23 24/24 10 6.5 1.609.1600.01 10 1.609.1600.60
PG 21 9 – 16 24 30/30 12 7 1.609.2100.15 12 1.609.2100.61
PG 21 13 – 18 24 30/30 12 7 1.609.2100.01 12 1.609.2100.60
PG 29 13 – 20 29 40/40 15 8 1.609.2900.15 12 1.609.2900.61
PG 29 18 – 25 29 40/40 15 8 1.609.2900.01 12 1.609.2900.60
PG 36 20 – 26 35 50/50 15 8 1.609.3600.15 15 1.609.3600.61
PG 36 22 – 32 35 50/50 15 8 1.609.3600.01 15 1.609.3600.60
PG 42 25 – 31 37 57/57 24 9 1.609.4200.15 15 1.609.4200.61
PG 42 32 – 38 37 57/57 24 9 1.609.4200.01 15 1.609.4200.60
PG 48 29 – 35 38 64/64 30 10 1.609.4800.15 15 1.609.4800.61
PG 48 37 – 44 38 64/64 30 10 1.609.4800.01 15 1.609.4800.60

HSK-M (PG/-long)

Material Nickel-plated brass

Clamping insert Polyamide V0 according to UL 94

Seal NBR

Material o-ring NBR

Protection class IP 68 – 10 bar / ​IP 69 K

NEMA type rating 4 / ​4X / ​6

Temperature range -40°C to +100°C

	� Other sealing material e.g. Silicone on request
	� Leadfree versions available in sizes M12 to M63

AG
 
mm

H 
mm

SW1/SW2 
mm

 
Nm

GL
mm

Item-No 
short

GL
mm

Item-No 
long

RoHS

SW1

SW2

H
GL

AG

CG-2020 en.indb   30CG-2020 en.indb   30 16.06.21   10:5416.06.21   10:54



31Dimensions and specifications may be changed without prior notice

Metal cable glands

NPT 3/8 2 – 6 15 21 17/19 6 1.609.3800.71
NPT 3/8 4 – 8 15 21 17/19 6 1.609.3800.70
NPT 1/2 5 – 9 13 24 22/24 8 1.609.1200.71
NPT 1/2 6 – 12 13 24 22/24 8 1.609.1200.70
NPT 3/4 9 – 16 13 25 30/30 12 1.609.3400.71
NPT 3/4 13 – 18 13 25 30/30 12 1.609.3400.70
NPT 1 13 – 20 19 29 40/40 15 1.609.1000.71
NPT 1 18 – 25 19 29 40/40 15 1.609.1000.70

HSK-M (NPT)

Material Nickel-plated brass

Clamping insert Polyamide V0 according to UL 94

Seal NBR

Material o-ring NBR

Protection class IP 68 – 10 bar / ​IP 69 K

NEMA type rating 4 / ​4X / ​6

Temperature range -40°C to +100°C

	� Other sealing material e.g. Silicone on request
	� Leadfree versions available in sizes M12 to M63

AG
 
mm

GL 
mm

H 
mm

SW1/SW2 
mm

 
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CG-2020 en.indb   31CG-2020 en.indb   31 16.06.21   10:5416.06.21   10:54



32 Dimensions and specifications may be changed without prior notice

Metal cable glands

M12 x 1.5 2 – 5 19 14/14 4 6.5 1.699.1200.51 10 1.699.1200.31
M12 x 1.5 3 – 6.5 19 14/14 4 6.5 1.699.1200.50 10 1.699.1200.30
M16 x 1.5 2 – 6 21 17/19 6 6 1.699.1600.51 10 1.699.1600.31
M16 x 1.5 4 – 8 21 17/19 6 6 1.699.1600.50 10 1.699.1600.30
M16 x 1.5 5 – 10 22 20/20 6 6 1.699.1611.50 10 1.699.1611.30
M20 x 1.5 5 – 9 23 22/22 8 6 1.699.2000.51 10 1.699.2000.31
M20 x 1.5 6 – 12 23 22/22 8 6 1.699.2000.50 10 1.699.2000.30
M20 x 1.5 10 – 14 24 24/24 10 6 1.699.2016.50 10 1.699.2016.30
M25 x 1.5 9 – 16 26 30/30 10 7 1.699.2500.51 12 1.699.2500.31
M25 x 1.5 13 – 18 26 30/30 10 7 1.699.2500.50 12 1.699.2500.30
M32 x 1.5 13 – 20 31 40/40 13 8 1.699.3200.51 12 1.699.3200.31
M32 x 1.5 18 – 25 31 40/40 13 8 1.699.3200.50 12 1.699.3200.30
M40 x 1.5 20 – 26 37 50/50 15 8 1.699.4000.51 15 1.699.4000.31
M40 x 1.5 22 – 32 37 50/50 15 8 1.699.4000.50 15 1.699.4000.30

HSK-M-PVDF (metric/-long)

Material Nickel-plated brass

Clamping insert PVDF

Seal FKM

Material o-ring FKM

Protection class IP 68 – 10 bar / ​IP 69 K

NEMA type rating 4 / ​4X / ​6

Temperature range -35°C to +150°C

	� Other sealing material e.g. Silicone on request
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33Dimensions and specifications may be changed without prior notice

Metal cable glands

PG 7 2 – 5 19 14/14 4 5 1.699.0700.15 10 1.699.0700.61
PG 7 3 – 6.5 19 14/14 4 5 1.699.0700.01 10 1.699.0700.60
PG 9 2 – 6 21 17/17 6 6 1.699.0900.15 10 1.699.0900.61
PG 9 4 – 8 21 17/17 6 6 1.699.0900.01 10 1.699.0900.60
PG 11 3 – 7 22 20/20 6 6 1.699.1100.15 10 1.699.1100.61
PG 11 5 – 10 22 20/20 6 6 1.699.1100.01 10 1.699.1100.60
PG 13.5 5 – 9 24 22/22 8 6.5 1.699.1300.15 10 1.699.1300.61
PG 13.5 6 – 12 24 22/22 8 6.5 1.699.1300.01 10 1.699.1300.60
PG 16 7 – 12 23 24/24 10 6.5 1.699.1600.15 10 1.699.1600.61
PG 16 10 – 14 23 24/24 10 6.5 1.699.1600.01 10 1.699.1600.60
PG 21 9 – 16 24 30/30 10 7 1.699.2100.15 12 1.699.2100.61
PG 21 13 – 18 24 30/30 10 7 1.699.2100.01 12 1.699.2100.60
PG 29 13 – 20 29 40/40 13 8 1.699.2900.15 12 1.699.2900.61
PG 29 18 – 25 29 40/40 13 8 1.699.2900.01 12 1.699.2900.60
PG 36 20 – 26 35 50/50 15 8 1.699.3600.15 15 1.699.3600.61
PG 36 22 – 32 35 50/50 15 8 1.699.3600.01 15 1.699.3600.60
PG 42 25 – 31 37 57/57 24 9 1.699.4200.15 15 1.699.4200.61
PG 42 32 – 38 37 57/57 24 9 1.699.4200.01 15 1.699.4200.60
PG 48 29 – 35 38 64/64 30 10 1.699.4800.15 15 1.699.4800.61
PG 48 37 – 44 38 64/64 30 10 1.699.4800.01 15 1.699.4800.60

HSK-M-PVDF (PG/-long)

Material Nickel-plated brass

Clamping insert PVDF

Seal FKM

Material o-ring FKM

Protection class IP 68 – 10 bar / ​IP 69 K

NEMA type rating 4 / ​4X / ​6

Temperature range -35°C to +150°C

	� Other sealing material e.g. Silicone on request
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34 Dimensions and specifications may be changed without prior notice

Metal cable glands

NPT 3/8 2 – 6 15 21 17/19 6 1.699.3800.71
NPT 3/8 4 – 8 15 21 17/19 6 1.699.3800.70
NPT 1/2 5 – 9 13 24 22/24 8 1.699.1200.71
NPT 1/2 6 – 12 13 24 22/24 8 1.699.1200.70
NPT 3/4 9 – 16 13 25 30/30 10 1.699.3400.71
NPT 3/4 13 – 18 13 25 30/30 10 1.699.3400.70

HSK-M-PVDF (NPT)

Material Nickel-plated brass

Clamping insert PVDF

Seal FKM

Material o-ring FKM

Protection class IP 68 – 10 bar / ​IP 69 K

NEMA type rating 4 / ​4X / ​6

Temperature range -35°C to +150°C

	� Other sealing material e.g. Silicone on request
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35Dimensions and specifications may be changed without prior notice

Metal cable glands

M12 x 1.5 6.5 19 14/14 4 - 1.697.1299.50
M16 x 1.5 6 21 17/19 5 2 x 3 1.697.1601.50 4 x 1.4 1.697.1600.50
M20 x 1.5 6 23 22/22 10 2 x 5 1.697.2003.50 6 x 3 1.697.2001.50
M25 x 1.5 7 26 30/30 12 3 x 7 1.697.2501.50 4 x 6 1.697.2500.50
M32 x 1.5 8 31 40/40 15 4 x 9 1.697.3201.50 6 x 6.5 1.697.3200.50
M40 x 1.5 8 37 50/50 15 2 x 15 1.697.4003.50 7 x 9 1.697.4001.50
M50 x 1.5 9 37 57/57 24 - 1.697.5099.50
M63 x 1.5 10 38 64/68 30 3 x 18 1.697.6302.50 6 x 12 1.697.6301.50

PG 7 5 19 14/14 4 - 1.697.0799.01
PG 9 6 21 17/17 5 2 x 3 1.697.0901.01 4 x 1.4 1.697.0900.01
PG 11 6 22 20/20 8 2 x 4 1.697.1102.01 3 x 3 1.697.1101.01
PG 13.5 6.5 24 22/22 10 2 x 5 1.697.1303.01 3 x 4 1.697.1302.01
PG 16 6.5 23 24/24 10 2 x 6 1.697.1605.01 3 x 5.6 1.697.1606.01
PG 16 6.5 23 24/24 10 4 x 4 1.697.1602.01 6 x 4 1.697.1604.01
PG 21 7 24 30/30 12 3 x 7 1.697.2101.01 4 x 6 1.697.2100.01
PG 29 8 29 40/40 15 4 x 9 1.697.2901.01 6 x 6.5 1.697.2900.01
PG 36 8 35 50/50 15 2 x 15 1.697.3603.01 7 x 9 1.697.3601.01
PG 42 9 37 57/57 24 - 1.697.4299.01
PG 48 10 38 64/64 30 3 x 18 1.697.4802.01 6 x 12 1.697.4801.01

NPT 3/8 15 21 17/19 5 2 x 3 1.697.3801.70 4 x 1.4 1.697.3800.70
NPT 1/2 13 24 24/24 10 2 x 5 1.697.1203.70 3 x 4 1.697.1202.70
NPT 3/4 13 25 30/30 12 3 x 7 1.697.3401.70 4 x 6 1.697.3400.70
NPT 1 19 29 40/40 15 4 x 9 1.697.1001.70 6 x 6.5 1.697.1000.70

HSK-M-Multi (metric, PG, NPT)

Material Nickel-plated brass

Clamping insert Polyamide V0 according to UL 94

Seal Elastomer

Material o-ring NBR

Protection class
IP 65 / ​IP 68 – 10 bar and optimum 

assignment of all bores

Temperature range -40°C to +100°C

	� AISI on request
	� Further seal inserts on request
	� Elongated threads on request
	� Type “Number of holes x d = -”: without hole

AG
GL 
mm

H 
mm

SW1/SW2 
mm

 
Nm

Number of 
holes x d Item-No

Number of 
holes x d Item-No

RoHS

SW1

SW2

GL
AG

H
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36 Dimensions and specifications may be changed without prior notice

Metal cable glands

M20 x 1.5 6 24 24/24 11.5 x 5 1.688.2016.50 12 x 7 1.688.2017.50
M20 x 1.5 6 24 24/24 14 x 6 1.688.2018.50
M25 x 1.5 7 26 30/30 14 x 7 1.688.2501.50 14 x 6 1.688.2500.50
M32 x 1.5 8 31 40/40 22 x 8 1.688.3200.50
M40 x 1.5 8 37 50/50 28.5 x 10 1.688.4000.50 29 x 5.5 1.688.4001.50
M40 x 1.5 8 37 50/50 30.5 x 12 1.688.4002.50 31 x 7.5 1.688.4003.50
M50 x 1.5 9 37 57/57 33.5 x 11.5 1.688.5000.50
M63 x 1.5 10 38 64/68 38 x 12 1.688.6300.50

PG 16 6.5 23 24/24 11.5 x 5 1.688.1600.01 12 x 7 1.688.1601.01
PG 16 6.5 23 24/24 14 x 6 1.688.1602.01
PG 21 7 24 30/30 14 x 7 1.688.2101.01 14 x 6 1.688.2100.01
PG 29 8 29 40/40 22 x 8 1.688.2900.01
PG 36 8 35 50/50 28.5 x 10 1.688.3600.01 29 x 5.5 1.688.3601.01
PG 36 8 35 50/50 30.5 x 12 1.688.3602.01 31 x 7.5 1.688.3603.01
PG 42 9 37 57/57 33.5 x 11.5 1.688.4200.01
PG 48 10 38 64/64 38 x 12 1.688.4802.01

NPT 3/4 13 25 30/30 14 x 6 1.688.3400.70 14 x 7 1.688.3401.70
NPT 1 19 29 40/40 22 x 8 1.688.1000.70

HSK-M-Flaka (metric, PG, NPT)

Material Nickel-plated brass

Clamping insert Polyamide V0 according to UL 94

Seal Elastomer

Material o-ring NBR

Protection class
IP 65 / ​IP 68 – 10 bar and optimum 

assignment of all bores

Temperature range -40°C to +100°C

	� AISI on request
	� Further seal inserts on request
	� Elongated threads on request

AG
GL 
mm

H 
mm

SW1/SW2 
mm

B x H
mm Item-No

B x H
mm Item-No

RoHS

SW1

SW2

H
GL

AG
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37Dimensions and specifications may be changed without prior notice

Metal cable glands

M12 x 1.5 2 – 5 6.8 55 14/14 4 6.5 1.623.1200.51 10 1.623.1200.31
M12 x 1.5 3 – 6.5 6.8 55 14/14 4 6.5 1.623.1200.50 10 1.623.1200.30
M16 x 1.5 2 – 6 8.2 66 19/19 6 6 1.623.1600.31
M16 x 1.5 3 – 7 10.3 77 20/20 5 6 1.623.1611.51 10 1.623.1611.31
M16 x 1.5 4 – 8 8.2 66 19/19 6 6 1.623.1600.30
M16 x 1.5 5 – 10 10.3 77 20/20 5 6 1.623.1611.50 10 1.623.1611.30
M20 x 1.5 5 – 9 12.3 88 22/22 8 6 1.623.2000.31
M20 x 1.5 6 – 12 12.3 88 22/22 8 6 1.623.2000.50 10 1.623.2000.30
M20 x 1.5 7 – 12 14.3 98 24/24 10 6 1.623.2016.51 10 1.623.2016.31
M20 x 1.5 10 – 14 14.3 98 24/24 10 6 1.623.2016.50 10 1.623.2016.30
M25 x 1.5 9 – 16 18.4 111 30/30 12 7 1.623.2500.51 12 1.623.2500.31
M25 x 1.5 13 – 18 18.4 111 30/30 12 7 1.623.2500.50 12 1.623.2500.30

PG 7 2 – 5 6.8 55 14/14 4 5 1.623.0700.15 10 1.623.0700.61
PG 7 3 – 6.5 6.8 55 14/14 4 5 1.623.0700.01 10 1.623.0700.60
PG 9 2 – 6 8.2 66 17/17 6 6 1.623.0900.15 10 1.623.0900.61
PG 9 4 – 8 8.2 66 17/17 6 6 1.623.0900.01 10 1.623.0900.60
PG 11 3 – 7 10.3 77 20/20 5 6 1.623.1100.15 10 1.623.1100.61
PG 11 5 – 10 10.3 77 20/20 5 6 1.623.1100.01 10 1.623.1100.60
PG 13.5 5 – 9 12.3 88 22/22 8 6.5 1.623.1300.15 10 1.623.1300.61
PG 13.5 6 – 12 12.3 88 22/22 8 6.5 1.623.1300.01 10 1.623.1300.60
PG 16 7 – 12 14.3 98 24/24 10 6.5 1.623.1600.15 10 1.623.1600.61
PG 16 10 – 14 14.3 98 24/24 10 6.5 1.623.1600.01 10 1.623.1600.60
PG 21 9 – 16 18.4 111 30/30 12 7 1.623.2100.15 12 1.623.2100.61
PG 21 13 – 18 18.4 111 30/30 12 7 1.623.2100.01 12 1.623.2100.60

HSK-M-Flex (metric/-long, PG/-long)

Material Nickel-plated brass

Steel spring INOX 1.4310

Clamping insert Polyamide V0 according to UL 94

Seal NBR

Material o-ring NBR

Protection class IP 68 – 10 bar / ​IP 69 K

NEMA type rating 4 / ​4X / ​6

Temperature range -40°C to +100°C

	� Other sealing material e.g. Silicone on request

AG
 
mm
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mm

SW1/SW2 
mm
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GL
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38 Dimensions and specifications may be changed without prior notice

Metal cable glands

NPT 3/8 2 – 6 8.2 15 66 17/19 6 1.623.3800.71
NPT 3/8 4 – 8 8.2 15 66 17/19 6 1.623.3800.70
NPT 1/2 5 – 9 12.3 13 88 22/24 8 1.623.1200.71
NPT 1/2 6 – 12 12.3 13 88 22/24 8 1.623.1200.70
NPT 3/4 9 – 16 18.4 13 111 33/33 12 1.623.3400.71
NPT 3/4 13 – 18 18.4 13 111 33/33 12 1.623.3400.70

HSK-M-Flex (NPT)

Material Nickel-plated brass

Steel spring INOX 1.4310

Clamping insert Polyamide V0 according to UL 94

Seal NBR

Material o-ring NBR

Protection class IP 68 – 10 bar / ​IP 69 K

NEMA type rating 4 / ​4X / ​6

Temperature range -40°C to +100°C

	� Other sealing material e.g. Silicone on request

AG
 
mm

d 
mm

GL 
mm

H 
mm

SW1/SW2 
mm

 
Nm Item-No

RoHS

AG
H

GL

d

SW1

SW2
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39Dimensions and specifications may be changed without prior notice

Metal cable glands

M20 x 1.5 7 – 12 6 37 66 25 6 with connecting thread 1.309.2020.51
M20 x 1.5 10 – 14 6 37 66 25 6 with connecting thread 1.309.2020.50

PG 13.5 7 – 12 6 37 66 25 6 with connecting thread 1.309.2013.51
PG 13.5 10 – 14 6 37 66 25 6 with connecting thread 1.309.2013.50

7 – 12 29 66 25 6 with mounting flange 1.309.2000.51
10 – 14 29 66 25 6 with mounting flange 1.309.2000.50

HSK-M-W (metric, PG)

Material Nickel-plated brass

Clamping insert Polyamide V0 according to UL 94

Seal NBR

Material o-ring NBR

Protection class IP 68

Temperature range -40°C to +100°C

	� Other sealing material e.g. Silicone on request

AG
 
mm

GL 
mm

H 
mm

L 
mm

SW 
mm

 
Nm Version Item-No

RoHS
L

H

AG

M20 x 1,5/Pg 13,5

GL

SW
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40 Dimensions and specifications may be changed without prior notice

Metal cable glands

M12 x 1.5 3 – 6.5 26 14/14 4 6.5 1.690.1200.50 10 1.690.1200.30
M16 x 1.5 4 – 8 28 19/19 6 6 1.690.1600.50 10 1.690.1600.30
M16 x 1.5 5 – 10 30 20/20 5 6 1.690.1611.50 10 1.690.1611.30
M20 x 1.5 6 – 12 33 22/22 8 6 1.690.2000.50 10 1.690.2000.30
M20 x 1.5 10 – 14 33 24/24 10 6 1.690.2016.50 10 1.690.2016.30
M25 x 1.5 13 – 18 37 30/30 12 7 1.690.2500.50 12 1.690.2500.30
M32 x 1.5 18 – 25 43 40/40 15 8 1.690.3200.50 12 1.690.3200.30
M40 x 1.5 22 – 32 50 50/50 15 8 1.690.4000.50 15 1.690.4000.30
M50 x 1.5 25 – 31 51 57/57 24 9 1.690.5000.51 15 1.690.5000.31
M50 x 1.5 32 – 38 51 57/57 24 9 1.690.5000.50 15 1.690.5000.30
M63 x 1.5 29 – 35 52 64/68 30 10 1.690.6300.51 15 1.690.6300.31
M63 x 1.5 37 – 44 52 64/68 30 10 1.690.6300.50 15 1.690.6300.30

PG 7 3 – 6.5 26 14/14 4 5 1.690.0700.01 10 1.690.0700.60
PG 9 4 – 8 28 17/17 6 6 1.690.0900.01 10 1.690.0900.60
PG 11 5 – 10 30 20/20 5 6 1.690.1100.01 10 1.690.1100.60
PG 13.5 6 – 12 33 22/22 8 6.5 1.690.1300.01 10 1.690.1300.60
PG 16 10 – 14 33 24/24 10 6.5 1.690.1600.01 10 1.690.1600.60
PG 21 13 – 18 37 30/30 12 7 1.690.2100.01 12 1.690.2100.60
PG 29 18 – 25 43 40/40 15 8 1.690.2900.60 15 1.690.2900.01
PG 36 22 – 32 50 50/50 15 8 1.690.3600.60 15 1.690.3600.01
PG 42 25 – 31 51 57/57 24 9 1.690.4200.61 15 1.690.4200.15
PG 42 32 – 38 51 57/57 24 9 1.690.4200.60 15 1.690.4200.01
PG 48 29 – 35 51 64/64 30 10 1.690.4800.61 15 1.690.4800.15
PG 48 37 – 44 52 64/64 30 10 1.690.4800.60 15 1.690.4800.01

HSK-MZ (metric/-long, PG/-long)

Material Nickel-plated brass

Clamping insert Polyamide V0 according to UL 94

Seal NBR

Material o-ring NBR

Protection class IP 68 – 10 bar / ​IP 69 K

NEMA type rating 4 / ​4X / ​6

Temperature range -40°C to +100°C

	� Other sealing material e.g. Silicone on request

AG
 
mm

H 
mm

SW1/SW2 
mm

 
Nm

GL
mm

Item-No 
short

GL
mm

Item-No 
long

RoHS

SW1

SW2

H
GL

AG
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41Dimensions and specifications may be changed without prior notice

Metal cable glands

NPT 3/8 4 – 8 15 28 17/19 6 1.690.3800.70
NPT 1/2 7 – 12 13 33 22/24 8 1.690.1200.70
NPT 3/4 13 – 18 13 37 30/30 12 1.690.3400.70
NPT 1 18 – 25 19 43 40/40 15 1.690.1000.70

HSK-MZ (NPT)

Material Nickel-plated brass

Clamping insert Polyamide V0 according to UL 94

Seal NBR

Material o-ring NBR

Protection class IP 68 – 10 bar / ​IP 69 K

NEMA type rating 4 / ​4X / ​6

Temperature range -40°C to +100°C

	� Other sealing material e.g. Silicone on request

AG
 
mm

GL 
mm

H 
mm

SW1/SW2 
mm

 
Nm Item-No

RoHS

SW1

SW2

H
GL

AG
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42 Dimensions and specifications may be changed without prior notice

Metal cable glands

M12 x 1.5 3 – 6.5 6.5 26 14/14 4 1.669.1200.50
M16 x 1.5 4 – 8 6 28 19/19 6 1.669.1600.50
M16 x 1.5 5 – 10 6 30 20/20 5 1.669.1611.50
M20 x 1.5 6 – 12 6 33 22/22 8 1.669.2000.50
M20 x 1.5 10 – 14 6 33 24/24 10 1.669.2016.50
M25 x 1.5 13 – 18 7 37 30/30 12 1.669.2500.50
M32 x 1.5 18 – 25 8 43 40/40 15 1.669.3200.50
M40 x 1.5 22 – 32 8 50 50/50 15 1.669.4000.50

PG 7 3 – 6.5 5 26 14/14 4 1.669.0700.01
PG 9 4 – 8 6 28 17/17 6 1.669.0900.01
PG 11 5 – 10 6 30 20/20 5 1.669.1100.01
PG 13.5 6 – 12 6.5 33 22/22 8 1.669.1300.01
PG 16 10 – 14 6.5 33 24/24 10 1.669.1600.01
PG 21 13 – 18 7 37 30/30 12 1.669.2100.01
PG 29 18 – 25 8 43 40/40 15 1.669.2900.01
PG 36 22 – 32 8 50 50/50 15 1.669.3600.01
PG 42 25 – 31 9 51 57/57 24 1.669.4200.15
PG 42 32 – 38 9 51 57/57 24 1.669.4200.01
PG 48 29 – 35 10 51 64/64 30 1.669.4800.15
PG 48 37 – 44 10 52 64/64 30 1.669.4800.01

NPT 3/8 4 – 8 15 28 17/19 6 1.669.3800.70
NPT 1/2 7 – 12 13 33 22/24 8 1.669.1200.70
NPT 3/4 13 – 18 13 37 30/30 12 1.669.3400.70

HSK-MZ-PVDF (metric, PG, NPT)

Material Nickel-plated brass

Clamping insert PVDF

Seal FKM

Material o-ring FKM

Protection class IP 68 – 10 bar / ​IP 69 K

Temperature range -35°C to +150°C

	� Other sealing material e.g. Silicone on request

AG
 
mm

GL 
mm

H 
mm

SW1/SW2 
mm

 
Nm Item-No

RoHS

SW1

SW2

H
GL

AG

CG-2020 en.indb   42CG-2020 en.indb   42 16.06.21   10:5516.06.21   10:55



43Dimensions and specifications may be changed without prior notice

Metal cable glands

M6 x 1 2 – 3.2 6 10 8/8 1 1.106.0601.50
M8 x 0.75 2 – 4.5 3.5 14.3 11/11 2 1.112.0801.01
M8 x 1.25 3 – 5 6 13 11/11 2 1.106.0801.50
M8 x 1.25 3 – 5 10 13 11/11 2 1.106.0801.30
M10 x 1.5 4 – 6 6 14 12/12 1 1.106.1001.50
M10 x 1.5 4 – 6 10 14 12/12 1 1.106.1001.30

PG 7 2 – 4.5 3.5 14.3 11/15 2 1.112.0708.01

HSK-Mini (metric/-lang, PG)

Material Nickel-plated brass

Seal TPE

Material o-ring NBR

Protection class IP 68

Temperature range -20°C to +100°C

	� Other thread pitches on request
	� AISI on request

AG
 
mm

GL 
mm

H 
mm

SW1/SW2 
mm

 
Nm Item-No

RoHS
SW1

SW2

H
GL

AG
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44 Dimensions and specifications may be changed without prior notice

Metal cable glands

M6 x 1 2 – 3.2 10 8/8 1 6 1.106.0600.55
M8 x 1.25 3 – 5 13 11/11 2 6 1.106.0800.55 10 1.106.0800.35
M10 x 1.5 4 – 6 14 12/12 1 6 1.106.1000.55 10 1.106.1000.35

HSK-Mini (metric/-long)

Material Nickel-plated brass

Seal FKM

Material o-ring FKM

Protection class IP 68

Temperature range -25°C to +200°C

	� Other thread pitches on request
	� AISI on request

AG
 
mm

H 
mm

SW1/SW2 
mm

 
Nm

GL
mm

Item-No 
short

GL
mm

Item-No 
long

RoHS
SW1

SW2

H
GL

AG

CG-2020 en.indb   44CG-2020 en.indb   44 16.06.21   10:5516.06.21   10:55



45Dimensions and specifications may be changed without prior notice

Metal cable glands

M8 x 1.25 3 – 5 6 13 11/11 2 1.129.0800.50
M8 x 1.5 3 – 5 6 13 11/11 2 1.129.0800.55
M10 x 1.5 4 – 6 6 14 12/12 1 1.129.1000.50 1.129.1000.55

HSK-Mini-INOX (metric)

Material INOX 1.4305

Seal TPE / ​FKM

Material o-ring NBR / ​FKM

Protection class IP 68

Temperature range -20°C to +100°C / ​-25°C to +200°C

	� Other thread pitches on request

AG
 
mm

GL 
mm

H 
mm

SW1/SW2 
mm

 
Nm

Item-No 
-20°C to +100°C

Item-No 
-25°C to +200°C

RoHS
SW1

SW2

H
GL

AG
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46 Dimensions and specifications may be changed without prior notice

Metal cable glands

M63 x 1.5 48 – 55 10 42 75/75 40 1.106.6375.50
M75 x 1.5 48 – 55 15 42 80/80 40 1.106.7500.50
M75 x 1.5 53 – 60 15 42 85/85 60 1.106.7500.51
M80 x 2 58 – 65 15 42 90/90 70 1.106.8000.50
M90 x 2 63 – 70 15 42 100/100 140 1.106.9000.50
M90 x 2 68 – 75 15 52 100/100 140 1.106.9000.51
M100 x 2 73 – 80 20 52 110/110 140 1.106.1000.51
M100 x 2 78 – 85 20 52 110/110 140 1.106.1000.50
M110 x 2 83 – 90 20 52 120/120 160 1.106.1100.51

G 2 1/2 48 – 55 18 42 80/80 40 1.106.5200.01
G 2 1/2 53 – 60 18 42 85/85 60 1.106.5201.01
G 3 58 – 65 18 42 90/90 70 1.106.3000.01
G 3 63 – 70 18 42 100/100 140 1.106.3001.01
G 4 68 – 75 22 52 100/120 140 1.106.4000.01
G 4 73 – 80 22 52 110/120 140 1.106.4001.01
G 4 78 – 85 22 52 110/120 140 1.106.4002.01
G 4 83 – 90 22 52 120/120 160 1.106.4003.01

HSK-XL (metric, G)

Material Nickel-plated brass

Seal NBR

Material o-ring NBR

Protection class IP 68

Temperature range -20°C to +100°C

	� AISI on request

AG
 
mm

GL 
mm

H 
mm

SW1/SW2 
mm

 
Nm Item-No

RoHS

SW1

SW2H
GL

AG
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47Dimensions and specifications may be changed without prior notice

Metal cable glands

M12 x 1.5 2 – 5 6.5 19 14/14 4 1.695.1200.51 1.675.1200.51
M12 x 1.5 3 – 6.5 6.5 19 14/14 4 1.695.1200.50 1.675.1200.50
M16 x 1.5 3 – 7 6 22 22/22 5 1.695.1600.51 1.675.1600.51
M16 x 1.5 5 – 10 6 22 22/22 5 1.695.1600.50 1.675.1600.50
M20 x 1.5 7 – 12 6 23 24/24 10 1.695.2000.51 1.675.2000.51
M20 x 1.5 10 – 14 6 23 24/24 10 1.695.2000.50 1.675.2000.50
M25 x 1.5 9 – 16 7 24 30/30 12 1.695.2500.51 1.675.2500.51
M25 x 1.5 13 – 18 7 24 30/30 12 1.695.2500.50 1.675.2500.50
M32 x 1.5 13 – 20 8 31 41/41 15 1.695.3200.51 1.675.3200.51
M32 x 1.5 18 – 25 8 31 41/41 15 1.695.3200.50 1.675.3200.50
M40 x 1.5 20 – 26 8 37 50/50 15 1.695.4000.51 1.675.4000.51
M40 x 1.5 22 – 32 8 37 50/50 15 1.695.4000.50 1.675.4000.50
M50 x 1.5 25 – 31 9 37 60/60 24 1.695.5000.51 1.675.5000.51
M50 x 1.5 32 – 38 9 37 60/60 24 1.695.5000.50 1.675.5000.50
M63 x 1.5 29 – 35 10 38 64/68 30 1.695.6300.51 1.675.6300.51
M63 x 1.5 37 – 44 10 38 64/68 30 1.695.6300.50 1.675.6300.50

HSK-INOX (metric)

Material INOX 1.4404 / ​INOX 1.4305

Clamping insert Polyamide V0 according to UL 94

Seal NBR

Material o-ring NBR

Protection class IP 68 – 10 bar / ​IP 69 K

NEMA type rating 4 / ​4X / ​6

Temperature range -40°C to +100°C

AG
 
mm

GL 
mm

H 
mm

SW1/SW2 
mm

 
Nm

Item-No 
INOX 1.4305

Item-No 
INOX 1.4404

RoHS

H
GL

AG

SW1

SW2
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48 Dimensions and specifications may be changed without prior notice

Metal cable glands

PG 7 2 – 5 5 19 14/14 4 1.675.0700.15 1.695.0700.15
PG 7 3 – 6.5 5 19 14/14 4 1.675.0700.01 1.695.0700.01
PG 9 2 – 6 6 21 17/17 6 1.675.0900.15 1.695.0900.15
PG 9 4 – 8 6 21 17/17 6 1.675.0900.01 1.695.0900.01
PG 11 3 – 7 6 22 22/22 5 1.675.1100.15 1.695.1100.15
PG 11 5 – 10 6 22 22/22 5 1.675.1100.01 1.695.1100.01
PG 13.5 5 – 9 6.5 24 22/22 8 1.675.1300.15 1.695.1300.15
PG 13.5 6 – 12 6.5 24 22/22 8 1.675.1300.01 1.695.1300.01
PG 16 7 – 12 6.5 23 24/24 10 1.675.1600.15 1.695.1600.15
PG 16 10 – 14 6.5 23 24/24 10 1.675.1600.01 1.695.1600.01
PG 21 9 – 16 7 24 30/30 12 1.675.2100.15 1.695.2100.15
PG 21 13 – 18 7 24 30/30 12 1.675.2100.01 1.695.2100.01
PG 29 13 – 20 8 29 41/41 15 1.675.2900.15 1.695.2900.15
PG 29 18 – 25 8 29 41/41 15 1.675.2900.01 1.695.2900.01
PG 36 20 – 26 8 35 50/50 15 1.675.3600.15 1.695.3600.15
PG 36 22 – 32 8 35 50/50 15 1.675.3600.01 1.695.3600.01
PG 42 25 – 31 9 37 57/57 24 1.675.4200.15 1.695.4200.15
PG 42 32 – 38 9 37 57/57 24 1.675.4200.01 1.695.4200.01
PG 48 29 – 35 10 38 64/64 30 1.675.4800.15 1.695.4800.15
PG 48 37 – 44 10 38 64/64 30 1.675.4800.01 1.695.4800.01

NPT 3/8 2 – 6 15 21 17/19 6 1.675.3800.71 1.695.3800.71
NPT 3/8 4 – 8 15 21 17/19 6 1.675.3800.70 1.695.3800.70
NPT 1/2 5 – 9 13 24 22/24 8 1.675.1200.71 1.695.1200.71
NPT 1/2 6 – 12 13 24 22/24 8 1.675.1200.70 1.695.1200.70
NPT 3/4 9 – 16 13 25 30/30 12 1.675.3400.71 1.695.3400.71
NPT 3/4 13 – 18 13 25 30/30 12 1.675.3400.70 1.695.3400.70
NPT 1 13 – 20 19 29 41/41 15 1.675.1000.71 1.695.1000.71
NPT 1 18 – 25 19 29 41/41 15 1.675.1000.70 1.695.1000.70

HSK-INOX (PG, NPT)

Material INOX 1.4404 / ​INOX 1.4305

Clamping insert Polyamide V0 according to UL 94

Seal NBR

Material o-ring NBR

Protection class IP 68 – 10 bar / ​IP 69 K

NEMA type rating 4 / ​4X / ​6

Temperature range -40°C to +100°C

AG
 
mm

GL 
mm

H 
mm

SW1/SW2 
mm

 
Nm

Item-No 
INOX 1.4404

Item-No 
INOX 1.4305

RoHS

H
GL

AG

SW1

SW2
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49Dimensions and specifications may be changed without prior notice

Metal cable glands

M12 x 1.5 2 – 5 6.5 19 14/14 4 1.676.1200.51 1.696.1200.51
M12 x 1.5 3 – 6.5 6.5 19 14/14 4 1.676.1200.50 1.696.1200.50
M16 x 1.5 3 – 7 6 22 22/22 5 1.676.1600.51 1.696.1600.51
M16 x 1.5 5 – 10 6 22 22/22 5 1.676.1600.50 1.696.1600.50
M20 x 1.5 7 – 12 6 23 24/24 10 1.676.2000.51 1.696.2000.51
M20 x 1.5 10 – 14 6 23 24/24 10 1.676.2000.50 1.696.2000.50
M25 x 1.5 9 – 16 7 24 30/30 12 1.676.2500.51 1.696.2500.51
M25 x 1.5 13 – 18 7 24 30/30 12 1.676.2500.50 1.696.2500.50
M32 x 1.5 13 – 20 8 31 41/41 15 1.676.3200.51 1.696.3200.51
M32 x 1.5 18 – 25 8 31 41/41 15 1.676.3200.50 1.696.3200.50
M40 x 1.5 20 – 26 8 37 50/50 15 1.676.4000.51 1.696.4000.51
M40 x 1.5 22 – 32 8 37 50/50 15 1.676.4000.50 1.696.4000.50

HSK-INOX-PVDF (metric)

Material INOX 1.4404 / ​INOX 1.4305

Clamping insert PVDF

Seal FKM

Material o-ring FKM

Protection class IP 68 – 10 bar / ​IP 69 K

NEMA type rating 4 / ​4X / ​6

Temperature range -35°C to +150°C

AG
 
mm

GL 
mm

H 
mm

SW1/SW2 
mm

 
Nm

Item-No 
INOX 1.4404

Item-No 
INOX 1.4305

RoHS

H
GL

AG

SW1

SW2
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50 Dimensions and specifications may be changed without prior notice

Metal cable glands

PG 7 2 – 5 5 19 14/14 4 1.676.0700.15 1.696.0700.15
PG 7 3 – 6.5 5 19 14/14 4 1.676.0700.01 1.696.0700.01
PG 9 2 – 6 6 21 17/17 6 1.676.0900.15 1.696.0900.15
PG 9 4 – 8 6 21 17/17 6 1.676.0900.01 1.696.0900.01
PG 11 3 – 7 6 22 22/22 5 1.676.1100.15 1.696.1100.15
PG 11 5 – 10 6 22 22/22 5 1.676.1100.01 1.696.1100.01
PG 13.5 5 – 9 6.5 24 22/22 8 1.676.1300.15 1.696.1300.15
PG 13.5 6 – 12 6.5 24 22/22 8 1.676.1300.01 1.696.1300.01
PG 16 7 – 12 6.5 23 24/24 10 1.676.1600.15 1.696.1600.15
PG 16 10 – 14 6.5 23 24/24 10 1.676.1600.01 1.696.1600.01
PG 21 9 – 16 7 24 30/30 12 1.676.2100.15 1.696.2100.15
PG 21 13 – 18 7 24 30/30 12 1.676.2100.01 1.696.2100.01
PG 29 13 – 20 8 29 41/41 15 1.676.2900.15 1.696.2900.15
PG 29 18 – 25 8 29 41/41 15 1.676.2900.01 1.696.2900.01
PG 36 20 – 26 8 35 50/50 15 1.676.3600.15 1.696.3600.15
PG 36 22 – 32 8 35 50/50 15 1.676.3600.01 1.696.3600.01
PG 42 25 – 31 9 37 57/57 24 1.676.4200.15 1.696.4200.15
PG 42 32 – 38 9 37 57/57 24 1.676.4200.01 1.696.4200.01
PG 48 29 – 35 10 38 64/64 30 1.676.4800.15 1.696.4800.15
PG 48 37 – 44 10 38 64/64 30 1.676.4800.01 1.696.4800.01

HSK-INOX-PVDF (PG)

Material INOX 1.4404 / ​INOX 1.4305

Clamping insert PVDF

Seal FKM

Material o-ring FKM

Protection class IP 68 – 10 bar / ​IP 69 K

NEMA type rating 4 / ​4X / ​6

Temperature range -35°C to +150°C

AG
 
mm

GL 
mm

H 
mm

SW1/SW2 
mm

 
Nm

Item-No 
INOX 1.4404

Item-No 
INOX 1.4305

RoHS

H
GL

AG

SW1

SW2
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51Dimensions and specifications may be changed without prior notice

Metal cable glands

M12 x 1.5 4 – 6 5 18 14/14 4 1.106.1200.58
M16 x 1.5 7 – 9 5 19 18/18 6 1.106.1600.58
M20 x 1.5 10 – 13 6 21 22/22 8 1.106.2000.58
M25 x 1.5 15 – 18 7 23 28/28 12 1.106.2500.58
M32 x 1.5 20 – 24 8 26 35/35 15 1.106.3200.58
M40 x 1.5 27 – 32 8 27 45/45 15 1.106.4000.58
M50 x 1.5 35 – 40 10 28 55/55 24 1.106.5000.58
M63 x 1.5 45 – 52 10 36 68/68 30 1.106.6300.58

PG 7 5 – 7 6 16 14/14 4 1.106.0700.80
PG 9 6 – 8 6 17 18/18 6 1.106.0900.80
PG 9 7 – 10 6 17 18/18 6 1.106.0901.80
PG 11 6 – 8 6 20 18/18 6 1.106.1100.80
PG 11 8 – 12 6 20 18/18 6 1.106.1102.80
PG 13.5 11 – 15 6 21 24/24 8 1.106.1300.80
PG 16 11 – 15 6 21 24/24 10 1.106.1600.80
PG 21 15 – 20.5 7.5 22.5 32/32 12 1.106.2100.80
PG 29 20 – 27 8 24 40/40 15 1.106.2900.80

WADI-A-FKM (metric, PG)

Material Nickel-plated brass

Seal FKM

Material o-ring FKM

Protection class IP 68

Temperature range -25°C to +200°C

AG
 
mm

GL 
mm

H 
mm

SW1/SW2 
mm

 
Nm Item-No

RoHS

H
GL

AG

SW1

SW2
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