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Technical data and dimensions [mm]

Pillow blocks, round, with spring pre-load

Can be combined with: Suitable liner material:

Part No. Spring 
colour

Pre-load Weight
(Zn) -ES -AL

[N] [g] [g] [g] ±0.25

blue 4 43 56 19 26 29 16 6.5 M6 18 1.5 27
yellow 9 43 56 19 26 29 16 6.5 M6 18 1.5 27

red 14 43 56 19 26 29 16 6.5 M6 18 1.5 27
blue 4 110 132 46 34.5 36 18 9 M8 27 2.5 33

yellow 9 110 132 46 34.5 36 18 9 M8 27 2.5 33
red 14 110 132 46 34.5 36 18 9 M8 27 2.5 33

green 23 110 132 46 34.5 36 18 9 M8 27 2.5 33
blue 4 222 275 95 42.5 45 27 9 M8 36 2.5 38

yellow 9 222 275 95 42.5 45 27 9 M8 36 2.5 38
red 14 222 275 95 42.5 45 27 9 M8 36 2.5 38

green 23 222 275 95 42.5 45 27 9 M8 36 2.5 38

Part No. Weight Static load capacity
Coy Coz+ Coz–

[g] ±0.25 [N] [N] [N]

43 26 29 16 6.5 M6 18 1.5 27 560 560 250
43 26 29 16 6.5 M6 18 1.5 27 560 560 250
19 26 29 16 6.5 M6 18 1.5 27 560 560 250
56 26 29 16 6.5 M6 18 1.5 27 560 560 250
110 34.5 36 18 9 M8 27 2.5 33 560 560 250
110 34.5 36 18 9 M8 27 2.5 33 980 980 400
45 34.5 36 18 9 M8 27 2.5 33 980 980 400
132 34.5 36 18 9 M8 27 2.5 33 980 980 400
222 42.5 45 27 9 M8 36 2.5 38 1,500 1,500 500
95 42.5 45 27 9 M8 36 2.5 38 1,500 1,500 500
275 42.5 45 27 9 M8 36 2.5 38 1,500 1,500 500
431 52.5 58 36 11 M10 45 2.5 46.5 2,250 2,250 950
194 52.5 58 36 11 M10 45 2.5 46.5 2,250 2,250 950
539 52.5 58 36 11 M10 45 2.5 46.5 2,250 2,250 950

Technical data and dimensions [mm]

Pillow blocks, round, adjustable bearing clearance

Can be combined with: Suitable liner material:

Allen key supplied

Options:
Blank: �Zinc die-casting (Zn)
AL: ��Aluminium
ES: �Stainless steel (AISI 316Ti, machined)

Order key
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Order key

Type Size Material
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Suitable mounting plate 
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Suitable mounting plate 
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